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21 CFR Ch. I (4–1–10 Edition) § 878.5040 

§ 878.5040 Suction lipoplasty system. 

(a) Identification. A suction lipoplasty 
system is a device intended for aes-
thetic body contouring. The device 
consists of a powered suction pump 
(containing a microbial filter on the 
exhaust and a microbial in-line filter 
in the connecting tubing between the 
collection bottle and the safety trap), 
collection bottle, cannula, and con-
necting tube. The microbial filters, 
tubing, collection bottle, and cannula 
must be capable of being changed be-
tween patients. The powered suction 
pump has a motor with a minimum of 
1/3 horsepower, a variable vacuum 
range from 0 to 29.9 inches of mercury, 
vacuum control valves to regulate the 
vacuum with accompanying vacuum 
gauges, a single or double rotary vane 
(with or without oil), a single or double 
diaphragm, a single or double piston, 
and a safety trap. 

(b) Classification. Class II (special 
controls). Consensus standards and la-
beling restrictions. 

[63 FR 7705, Feb. 17, 1998] 

Subpart F—Therapeutic Devices 

§ 878.5070 Air-handling apparatus for 
a surgical operating room. 

(a) Identification. Air-handling appa-
ratus for a surgical operating room is a 
device intended to produce a directed, 
nonturbulent flow of air that has been 
filtered to remove particulate matter 
and microorganisms to provide an area 
free of contaminants to reduce the pos-
sibility of infection in the patient. 

(b) Classification. Class II. 

§ 878.5350 Needle-type epilator. 

(a) Identification. A needle-type epila-
tor is a device intended to destroy the 
dermal papilla of a hair by applying 
electric current at the tip of a fine nee-
dle that has been inserted close to the 
hair shaft, under the skin, and into the 
dermal papilla. The electric current 
may be high-frequency AC current, 
high-frequency AC combined with DC 
current, or DC current only. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 

subpart E of part 807 of this chapter, 
subject to the limitations in § 878.9. 

[53 FR 23872, June 24, 1988, as amended at 61 
FR 1123, Jan. 16, 1996; 66 FR 38803, July 25, 
2001] 

§ 878.5360 Tweezer-type epilator. 
(a) Identification. The tweezer-type 

epilator is an electrical device intended 
to remove hair. The energy provided at 
the tip of the tweezer used to remove 
hair may be radio frequency, galvanic 
(direct current), or a combination of 
radio frequency and galvanic energy. 

(b) Classification. Class I (general con-
trols). The device is exempt from pre-
market notification procedures in sub-
part E of part 807 of this chapter sub-
ject to § 878.9. 

[63 FR 57060, Oct. 26, 1998] 

§ 878.5650 Topical oxygen chamber for 
extremities. 

(a) Identification. A topical oxygen 
chamber for extremities is a device in-
tended to surround hermetically a pa-
tient’s limb and apply humidified oxy-
gen topically at a pressure slightly 
greater than atmospheric pressure to 
aid healing of chronic skin ulcers or 
bed sores. 

(b) Classification. Class III. 
(c) Date PMA or notice of completion of 

a PDP is required. No effective date has 
been established of the requirement for 
premarket approval. See § 878.3. 

§ 878.5900 Nonpneumatic tourniquet. 
(a) Identification. A nonpneumatic 

tourniquet is a device consisting of a 
strap or tubing intended to be wrapped 
around a patient’s limb and tightened 
to reduce circulation. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter, 
subject to the limitations in § 878.9. 

[53 FR 23872, June 24, 1988, as amended at 54 
FR 13828, Apr. 5, 1989; 59 FR 63010, Dec. 7, 
1994; 66 FR 38803, July 25, 2001] 

§ 878.5910 Pneumatic tourniquet. 
(a) Identification. A pneumatic tour-

niquet is an air-powered device con-
sisting of a pressure-regulating unit, 
connecting tubing, and an inflatable 
cuff. The cuff is intended to be wrapped 
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